
ISO 9001:2015 CERTIFIED

Amerline’s Nato Connector (11682338)
is formally recognized and approved by the U.S. Defense Logistics Agency. 

DLA APPROVED

Ordnance No.
11674728 - Receptacle

Ordnance No.
7056700-1 - Terminal

Ordnance No.
11677570 - Adapter
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Plug

11682338 

Receptacle
11674728

11682345

11682350

MS52131-1

Adapter
11677570

MATING CONNECTORS



ISO 9001:2015 CERTIFIED

A m e r l i n e  E n t e r p r i s e s  C o .   •    P h o n e  ( 8 4 7 )  6 7 1 - 6 5 5 4    •    F a x  ( 8 4 7 )  6 7 1 - 6 5 4 2    •   a m e r l i n e . c o m

TECHNICAL DATA

Part No. 

11682338 - Plug
NSN 5935-00567-0128

11674728 - Receptacle
 NSN 5935-01-097-9974

11677570 - Adapter
NSN 5935-00-322-8959

7056700-1 - Terminal
NSN 5940-01-575-3480

•  Body & Cap:  
Molded Synthetic Rubber

•  Contacts: 
Copper Alloy Nickel Finish

•   Body & Contacts:  
Copper Alloy Nickel Finish 

•  Cap: Polycarbonate Plastic
 
• Insulator:  Synthetic Rubber

•  Body & Contacts: 
Copper Alloy Nickel Finish

•  Copper Tubing 
Spec MIL-T-24107 
or ASTM-B188

 
• Tin Plate, 0.0003

Material &
Finish

Electrical
• 24 VDC

• 1000 AMPS Overload Capacity (6 minutes)

• 500 AMPS Continuous Duty

• 0.5 Milliohms Max Contact Resistance

• 24 VDC 
•  600 AMPS Overload  

Capacity (2 minutes)
 
•  300 AMPS 

Continuous Duty
 
•  0.5 Milliohms 

Max Contact 

Environmental

• Waterproof (plug)

• Resistance to Corrosion & Petroleum

• Resistance to Ozone & Fungus

• Temperature Resistance (-55°C to +100°C)

• Waterseal

•   Resistance to 
Corrosion & Petroleum

Spec
• MIL-PRF-62122

• NATO STANAG 4074


